18” Bass Extended Driver
High Sounding Performance

APPLICATIONS
This model is intended to be used in Sub-Buss systems when high

sounding performance or full outdoor environmental withstanding

is requested.
Its Main purpose is use in the field of Studio Monitoring. Its large

linear displacement volume together with the smooth response up

to 1 kHz ure idedl for this upplicution.
Recommended ucousticul loud is in u reflex enclosure of 220 to

300L funed from 32 to 36 Hz. Muximum recommended X-over frey,.

is 400 Hz

DESIGN CONCEPT

DEFLECTION CONTROLLED DIAPHRAGM optimized for dynamic
dumpiny. DEFLECTION CONTROLLED DIAPHRAGM technoloyy
consists in optimizing the shape und muateridl of the digphragm so
that it works us  mechunicul tfransmission line, fo avoid breuking
modes us well us mechunicul threshold which destroy sound
yuulity.

This leuding edge technoloygy offers substuntial sonic advantages.
Amony them: sound coherency, fust tfransients, stuble sound
imayging, high sensitivity, wide frequency range und reduced
directivity puttern.

VENTED COMPACT MAGNET SYSTEM. It has been curefully
optimized to obtdin Mauximum transducing efficiency while
avoiding unlinear behavior such as coil inductance variation with
position, flux mModuldtion, harmonic distortion, rest position offset,
dir compression und off-uxis voice-coil pushing.

Its desigh incorporates a T-shaped and venhted pole piece

and a flux stabilization ring. It dlso takes info consideration
demugnetization at cold temperatures.

INTERCOOLER SYSTEM (putented). Entirely inteyrated into the
loudspeuker itself, the INTERCOOLER SYSTEM extracts the heut
produced by Joule effect in the voice-coil by the meuns of un dir
flow directed through the hedtsink rims of the busket by the
motion of the dust-cup aund the spider.

The guin brought aubout by this technoloyy is over 20 % of extru
power, so for exumple, u 3”coil uccording to this design has

the sume power handling cupacity as a clussicul 4”onhe.
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PROFESSIONAL SERIES

FEATURES

Power handling capacity 750 W AES
Reference efficiencyaw e 1m) 97 dB SPL
SPL MUx (continuous) 122 dB SPL
Usuble frequency range  30-1000 Hz
Environmental withstahding Outdoor+

ARCHITECTURAL SPECIFICATIONS
NOMINAL DIAMETER : 460 mm.

FRAME : Aluminum dlloy pressure
die-cust busket with patented
INTERCOOLER SYSTEM.

MAGNET SYSTEM : 4”highly energized,
hedat extracting design with vented
pole piece und flux stabilizing ring.

VOICE COIL : High-temperature
stubilized copper wire wound on
high-strength glass polyimide former.

CONE ASSEMBLY : High-strength
cellulose fiber cone impregnated and
couted oh both sides with dumped
resins, fitted with central carbon-fiber
dome and double roll treated und
dumped fabric surround.

SPEAKER MASS : 10.90 ky



